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5p Female Socket to RadarEye set

4p Female Socket to Camera 

7p Male Socket to MonitorUnits in mm

Interface box CAN/SRD/camera
Article no. 0256010

2015 • DS0256010 EN R2-0

Dimensions



TECHNICAL DATA

Orlaco Products B.V.
PO Box 193 - 3770 AD - Barneveld - The Netherlands
Phone: +31 (0) 342 404 555
info@orlaco.com - www.orlaco.com

All data subject to change without notice. All dimensions are for commercial purpose only.
The camera/display systems from Orlaco comply with the latest CE, ADR, EMC and mirror-directive regulations, where applicable.
All products are manufactured in accordance with the ISO 9001 quality management system, ISO/TS 16949 quality automotive, ISO 14001 
environmental management systems and all Ex products with the IECEx scheme and ATEX directives, where applicable.
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Interface box CAN/SRD/Camera
	 Description
Article number	 0256010
General:	 Interface is designed to connect the Orlaco RadarEye sets to a Camera and a Display.
Colour:	 Grey RAL7032.
Protection: 	 Water and Dustproof IP 66 according to IEC 60529.
Operating temperature: 	 -40°C to +75°C.
Weight: 	 176gr.
Connectors:	 7P Male Socket to 7”Display, 4p Female Socket to Camera,
	 5p Female Socket to RadarEye set.

	 Electrical connection

1 = Video
2 = Video-GND
3 = PWR
4 = 0V
5 = CAN L
6 = CAN H

1 = Video
2 = Video GND
3 = Power
4 = 0V

1 = PWR
2 = CAN L
3 = 0V
4 = CAN H

Solder side
7P Male socket
to 7” Display

Solder side
4P Female socket
to Camera

Solder side
5P Female socket
to RadarEye set


